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1- Overview:

The starter kits contain everything the designer need to quickly evaluate Haidar Technology GUI LCD
Modules, MOB panels and GooyLCD IDE.

·  STK-GMM106

Kit includes:
1. GooyLCD IDE software
2. EVL-GMM106 evaluation board
3. +12VDC universal power supply
4. RS232 cable
5. Interface cable

·  STK-GML123

Kit includes:
6. GooyLCD IDE software
7. EVL-GML123 evaluation board
8. +12VDC universal power supply
9. RS232 cable
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·  Mosaic-M320240570T

Kit includes:
1. GooyLCD IDE software
2. MOB panel MOB-S-320240-B-T ( 5.7” 320X240 pixels STN LCD with CCFL blue backlight and

4-wire touch screen )
3. EVL-GMM106 evaluation board
4. +12VDC universal power supply
5. RS232 cable
6. Interface cable
7. Stylus

2- Software Setup:

The included CD contains GooyLCD IDE installation files, Manuals, Fonts, Bitmap and Projects folders.
To install the software clicks on “setup.exe” and follow the instructions on screen. After the installation,
copy the folders: Fonts, Bitmap and Projects to your hard drive.
The Fonts folder contains 6 sample fonts and the Bitmap folder contains also different sizes sample
bitmaps, OEM bitmaps and images. The Projects folder contains many sample projects.
The first step after installation the software and copying the folders to the hard drive is to setup the software
by setting the startup options:
- From the main menu select Config > Settings
- From the Settings window, select Font
- Check Font1 and browse to the location of Font1 file in your computer ( must be in the Folder Fonts

that you just copied to your hard drive)
- Do the same for the other fonts
- Select Display and set the display view area and resolution
- Select Communication/Module and set the comm port number, baud rate, ID and The module number
- Select Object Bitmaps and do the same as fonts ( the object bitmaps like digits, pointer and handler are

contained in the Bitmap folder)
- Click on “Apply” then click on “OK”
- Close the software
- Run the software again
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- From now the software will start by loading the selected fonts and bitmaps and configuring the display
and the communication parameters to the selected values.

Please note that, all the provided fonts and bitmaps are editable by the user. When you edit or create any
font or bitmap, try to keep in the same folders for easy access.

Setup Font options

Setup the display
options

Setup the Communication/Module
options
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3- Hardware Setup:

To setup STK-GMM106 and Mosaic-M320240570T starter kits. Please, follow the steps:
- Connect the MOB panel to the evaluation board EVL-GMM106 using the included 16 pin flat cable
- Connect EVL-GMM106 to your PC using the included RS232 cable
- Connect EVL-GMM106 to the included power supply and power it up
- The LCD screen will display HT Logo and the Heart Beat (HB) LED will be flashing
- Be sure the selected communication port is available in your PC and is not used by another software
- Now, your starter kit is ready for use

To setup STK-GML123. Please, follow the setps:
- Insert the GUI LCD Module ( sold separately)  into the EVL-GML123 evaluation board
- Connect your display to evaluation board using the provided standard connectors or the headers for

custom display connection
- Connect the display backlight to the evaluation board backlight headers
- Be sure that your connection is correct (any mistake in making this connection can damage your

display and the module and will void your warranty!)
- Power the evaluation board up
- If your display connection is correct, the LCD will display HT Logo and the HB LED will be flashing
- Connect the evaluation board to your PC using the RS232 cable
- Be sure the selected communication port is available in your PC and is not used by another software
- Now, your starter kit is ready for use

Please, refer to the following documents for more information:
- GooyLCD IDE user manual
- EVL-GMM106 user manual
- EVL-GML123 user maul
- GLC-Mxx user manual
- MOB-S-320X240-B-T user manual
- MOB-x-x user manual

You can download the above documents in PDF format from our website:
http://www.haidartechnology.com/Documentation.html

Setup the Object Bitmaps
options
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